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Effect of Different Poly (ethylene terephethalate)
Hydrolysis to Manipulate Proper Nano-Surface Structures
for Fabricating Ultra hydrophobic Substrate

Akbar Khoddami, Zahra Mazrouei Sebdani and Shadpour Mallakpour

Abstract—To achieve ultra hydrophobic Poly (ethylene
terephthalate), PET substrate, two liquid etching methods of
alkaline hydrolysis and aminolysis were applied to influence
surface topography. To create low surface energy a layer of
fluorocarbon was coated on the surface. The preferences of
two methods were investigated by SEM microscopy, 3M
water and oil repellency, sliding angle, self-cleaning and
tensile properties .The results indicated that both chemical
etching methods are able to create proper surface roughness
and there is no necessity to apply nano particles which have a
lot of side effects. However, the conventional polyester weight
reduction process, alkaline hydrolysis, compared to the
aminolysis process, presents better procedure for industrial
scale manufacturing of wultra hydrophobic polyester
substrates, by which the etching effect more or less is limited
to the substrate surface.

Key words: Chemical etching, coatings, hydrophobicity,
polyesters, surface roughness.

I. INTRODUCTION

UPER hydrophobic surfaces are those surfaces on which

droplets appear to sit without any significant surface
wetting and exhibits contact angles in excess of 150°. In
this case the surfaces provide both a nanoscale surface
roughness and a low surface energy [1-8].

Many papers and patents are available and considerable
amount of research works is in progress on the fabrication
of super hydrophobic surfaces and textiles in different
ways [1,2,5,9-23]. Many methods have been reported to
produce these surfaces by application of nanoparticles that
not only penetrate a person’s skin by releasing from the
finished fabric surface and cause health problems, but also
make textiles uncomfortable to wear [15].

As for polymers, there are a whole range of options for
texturing surfaces that can be separated into two broad
classifications: random and patterned texturing. The
random techniques would include the processes such as
liquid, plasma or laser etching and generation of hairy
surfaces. The production of regular structures would
include techniques such as embossing, laser writing or
printing. The oldest method is to use the appropriate liquid
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to etch away the top surface [24]. Many authors
investigated the etching of polymer surfaces with different
methods for variety of applications [25-28]. Alkaline
hydrolysis and aminolysis are two chemical processes that
are used for etching polyesters generating some chemical
and morphological changes on the polyester substrates [29-
35].

In our previous papers [36, 37], it was revealed that there is
a possibility to replace the use of nanoparticles, generally
used as a simple way to change surface roughness to
fabricate lotus type textiles, by chemical etching methods.
In this research, alkaline hydrolysis and aminolysis are
compared in detail for creating appropriate roughness on
the polyester surface in order to find a better and more
facile way to change substrate topography with minimum
side effects on the fibers’ bulk properties.

II. EXPERIMENTAL

A. Materials

Polyester fabric with plain weave (100%, 120 g/m®) was
used as a substrate. Sodium hydroxide, methyl amine,
acetic acid and sodium carbonate were prepared from
Merck, Germany. The selected fluorocarbon was Rucostar
EEE and prepared from Rudolf, Germany. Non-ionic
detergent, Sera Wet C-NR, was supplied by DyStar.

B. Fabric treatment

The polyester fabric was firstly washed to remove any
possible impurities which can adversely affect the surface
treatments byl mL/L non-ionic detergent and 0.2 g/L
sodium carbonate (pH 8-9) with L: R of 30:1 at 50-55 °C
for 45 min. Then, the samples were rinsed for 60 min and
air dried without any tension.

The scoured polyester fabrics were impregnated in a
treatment bath containing 30, 45 and 60 g/L. Rucostar EEE,
acetic acid (1 mL/L) and propane 2-ol (5 mL/L). Acetic
acid and propane 2-ol were used as a pH adjuster and
wetting agent, respectively. Subsequently, the sample was
passed through a two-roll laboratory padder (Mathis,
Switzerland). This treatment gave a wet pickup of 75-
80%. After drying (2 min, 100 °C) the fabric was cured for
2 min at 180 °C in a lab dryer (Warner Mathis AG,
Niederhasli/Ziirich).

Alkaline hydrolysis of scoured polyester samples was
carried out with 60 g/L sodium hydroxide, L:R of 20:1, for
15, 30, 45, 60 and90 min at 80 + 5 °C.

Aminolysis of scoured polyester samples was carried
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out with 30, 32, 34, 36 and 38% methyl amine, L:R of
15:1, for 150 min at 30 °C. After rinsing with much diluted
acetic acid and distilled water for 20 min, the sample was
air dried without any tension.

All alkaline hydrolyzed and aminolysed samples were
finished with the optimum concentration of the
fluorochemical, Rucostar EEE 45 g/L., according to the
above mentioned conditions.

C. Evaluation methods

To study the level of the sample hydrophobicity, both
sliding angle [38] and the 3M oil and water repellency tests
[39-40] were examined. Details of 3M tests are available in
our previous papers [36, 37].

In addition, the re-orientation of fluorocarbon polymer
chains after wet processing was evaluated in accordance
with AATCC Test Method 61-1994 tests No. 2A by
Polymat (AHIBA1000 Datacolor; Ziirich) in order to
assess how samples keep their performance after washing
and hot-pressing at 120 °C using an Elnapress/SDL.
Scanning electron microscopy (Hitachi S-300N) was
applied to study the samples surface structure. Also, the
self-cleaning property was evaluated using photographic
method by Canon camera model macro70-135 and also
MATLAB software in which photographs of samples,
uniformly covered with carbon black, were compared
before and after water drop movement on the surface.
Determination of fabrics tensile properties was carried out
according to ASTM: D5035-90 strip method with gauge
length of 0.15 m, crosshead speed of 100 mm/min and 10
tests for each sample.

II. RESULTS AND DISCUSSION

A. Fluorochemical Treatment

Table I indicates that fluorocarbon finishing is unrelated
to the applied concentration and leads to maximum oil and
water repellency with 3 M water repellency of 10 and oil
repellency of 8 for three samples. The sample treated with
30 g/L fluorochemical showed higher sliding angle than
the samples treated with 45 and 60 g/L. The sliding angle
of the sample treated with 60 g/ fluorochemical was
statistically as the same as the sample treated with 45 g/L.
So, there was a slight decrease in the sliding angles when
fluorocarbon concentration increased from 30 to 60 g/L
and results in well hydrophobic film coverage. In addition,
samples treated with 30 and 45 g/L of the fluorochemical
had more tenacity than the samples treated with 60 g/L.
The effect of treatment with Rucostar EEE was, in general,
to increase the fabric strength, but at 60 g/L concentration,
the strength reduced maybe due to the imparted sample

stiffness  attained by  higher concentration  of
fluorochemical. Accordingly, the concentration of 45 g/L
was chosen as an optimum concentration for further
experiments, while economic aspect was also considered.
Furthermore, improving sliding angle can be manipulated
by changing surface roughness with a more important
role than the fluorochemical concentration.

B. Effect of alkaline hydrolysis or aminolysis and after-
treatment with fluorochemical on the repellent and tensile
properties

Although there are some defects with application of
nanoparticles to roughen the surface, many researches have
been reported to use these particles to fabricate lotus type
textiles. Nanoparticles, because of their very small size
could leave the surface and penetrate a person's skin. This
is important from this point of view that they may cause
health problems. Also, textiles treated with nanoparticles
could be uncomfortable for wearing [15]. So, developing a
simple method for the manufacture of hydrophobic
surfaces on textiles by harmless and flexible materials is
necessary. In our previous papers [36,37], in order to
create surface roughness, aiming at replacement of
nanoparticles, the possible roughening effect of polyester
alkaline hydrolysis as well as aminolysis was investigated.
The results demonstrated the priority of these two methods
instead of the application of nanoparticles. In contrast to
the drawback of nanoparticles that could leave the surface,
alkaline hydrolysis and aminolysis could create nano
structures on the polyester surface by etching the surface
via particular manners, Figures 1 and 2. In this paper, two
methods of chemical etching, alkaline hydrolysis and
aminolysis, were compared [29].Accordingly, the reported
data was limited to those samples which were hydrolyzed
and then finished with fluorochemical while more details
could be found in other papers [36,37].

Repellent properties of alkaline hydrolyzed samples are
illustrated in Table II. It should be mentioned that, for each
part, separate control sample was tested and repeatability
of the results was assessed. The results of 3M tests showed
the highest values for oil and water repellency after
fluorocarbon finishing. In addition, as can be seen in Table
I1, the alkali treatments reduced the samples’ sliding angles
remarkably, less than 10°, in comparison with those
samples treated with the fluorochemical. The differences
between sliding angles of alkaline hydrolyzed-
fluorocarbon  treated samples were not statistically
significant, except for those samples that were hydrolyzed
for 15 and 90 min with more or less higher tilting angle for
the longer hydrolyzed sample.

TABLE I
WATER REPELLENCY AND PHYSICAL PROPERTIES OF FLUOROCHEMICAL-TREATED POLYESTER FABRICS

Water and oil repellency 3M test

Einomelieniicsl Sliding angle Temugtry chatige! Before wash After wash After wash & hot pressing
(/L) ©) ) Water  Oil  Water  Oil Water oil
30 19.120.5 12.143.4 10 8 2 0 9-10 7-8
45 17.9+0.7 12.842.5 10 8 2 0 10 8
60 16.120.5 -5.3+1.6 10 8 2 0 10 8

*Minus shows the tenacity loss, compared to untreated sample
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TABLE II
'WATER REPELLENCY OF ALKALINE HYDROLYZED SAMPLES TREATED WITH FLUOROCHEMICAL

3M water and oil repellency test

Hi’i;?nh;‘ilc Alkaline hydrolysis time(min) Slld1n(§)angle Before wash ~ After wash  After wash & hot pressing  Change of tenacity (%)*
water oil  water oil water oil
- 17.5+0.6 10 8 2 0 10 8 +12.8+2.8
15 7.3£0.4 10 8 2 0 10 8 +1.1+0.8
Fluorochemical 30 9.0£0.3 10 8 2 0 10 8 +4.1+0.9
45 8.7+0.2 10 8 12 0 10 8 +6.8+1.6
60 8.7+0.5 10 8 2 0 10 8 +11.5£2.7
90 9.9+0.3 10 8 2 0 10 8 -40.3£3.3

*Minus and plus show the tenacity decrease and increase, respectively, compared to untreated sample

Figure 1 shows SEM micrographs of pits created on the
alkaline hydrolyzed samples for 15 and 90 min [36].
Polyester fibres are susceptible to bases depending on their
ionic character. Ionizable bases like caustic soda affect the
outer surface of polyester filaments. It was assumed that a
random attack of the base on the carboxyl groups of the
surface polymer molecules took place in amorphous
regions more than crystalline ones. So, the regions around
the TiO, particles are more hydrolyzed by the base [29]
and polymer chains are more degraded around them
because these regions are more amorphous compared to
other parts of the surface. This action leaves axially
oriented, elliptical voids around the TiO, particles,
delusterant agents, forming entry points for the alkaline
solution to attack polymer under the original fiber surface.
Development of the pits in both depth and length occurs
with continued exposure to alkaline solution and leaving of
TiO, particles from the surface [30], Figure 1(D) and
(E).In other words, although the surface of polyester is
etched by the alkaline solution and the fibers appear
thinner in diameter, nano and micro pits are created on the
surface just in the presence of TiO, particles.

However, the best result (sliding angle of ~7°) was
achieved by 15 min moderate alkaline treatment which was
economically and industrially applicable.

Accordingly, as can be seen at Table III, amine-treated
samples after fluorocarbon finishing showed the highest
values for 3M oil and water repellency. Evaluating sliding
angle of the samples showed a gradual increase with the
increase of methyl amine concentration so that the sliding
angle of aminolysed sample with a concentration of 30%
was less than those treated with a higher concentration.
Generally, the differences between the sliding angles of
amine-treated samples were not statistically significant
except for the treated sample with 30% amine.

Furthermore, the results indicated that aminolysis and
alkaline hydrolysis processes can create proper roughness
on the surface and replace the use of nanoparticles [36,

37].

Figure 2 shows SEM micrographs of methyl amine
treated samples after treatment with fluorochemical and
nanoparticles [37]. Amine reaction is selective, and
amorphous regions are degraded in the initial stage of
treatment leading to cracks on the surface of fibers [34,35].
Different etchings in amorphous and crystalline regions as
well as internal stress that remained in the fibers are the

factors that lead to cracks on the surface [35].

R
Fig. 1. SEM micrographs of alkaline hydrolyzed samples. (A, B) 15 min,
and (C-E) 90 min, after finishing with fluorochemical-nanoparticles [36].

If sliding angle of the samples is compared, it can be
demonstrated that alkaline hydrolysis treatment, with
sliding angles range of less than 10°, was preferably better
than aminolysis, with sliding angles range of more than
12°. Chemical hydrophobicity of the fluorocarbon film on
the topmost surface layer, coupled with created pits and

TABLE Il
‘WATER REPELLENCY OF AMINOLYSED SAMPLES TREATED WITH FLUOROCHEMICAL

3M water and oil repellency test

Hydrophobic Arnir_xe Sliding angle Bitore wash After wash After was.h & hot Chapge of

Treatment concentration (%) ©) pressing tenacity (%)"
Water Oil Water 0il Water 0il

- 17.5+0.6 10 8 2 0 10 8 +12.8+2.8

30 12.9+0.6 10 8 1-2 0 10 8 -47.3+3.8

32 14.5+0.4 10 8 2 0 10 8 -77.5£3.5

Fluorochemical 34 15.4£0.5 10 8 2 0 10 8 -76.9+1.4

36 16.4+0.6 10 8 W-1 0 10 8 -91.7£1.7

38 16.7+1.0 10 8 1 0 10 8 -88.5+1.0

*Minus and plus show the tenacity decrease and increase, respectively, compared to untreated sample






